




Based on the medium wheelbase chassis cab model, the Roadload Movano Grounds Maintenance Vehicle features 
a lightweight aluminium body and full VB air-adjustable suspension for ease of loading. The vehicle can also be 
specified with removable side panels, high quality aluminium front locker box and integrated eight-litre hot/cold 
powered hand wash. Other options include a stowable third rear ramp, lockable 40-litre diesel refueling tank, 
facia operated light box and a plastic belly locker. Like all Movano models, the vehicle comes with a full Vauxhall 
three-year/100,000 mile warranty on the chassis cab itself.
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Standard feature highlights
•  Driver’s airbag

•  Height-adjustable padded head restraints

•  Dual passengers’ bench seat

•  Three inertia-reel lap and diagonal

seatbelts

•  Driver’s pyrotechnic body-lock seatbelt 

pretensioner

•  Height-adjustable outer seatbelts

•  Electronic engine deadlock immobiliser

•  Stereo CD player/radio

•  Remote control central locking

•  Six-speed manual gearbox

Optional feature highlights
(at extra cost)
•  Passengers’ twin airbag and pyrotechnic 

body-lock seatbelt pretensioners

•  Air conditioning

•  Tecshift six-speed transmission

•  Satellite navigation system

•  Remote control security system

Typical conversion features
•   Lightweight aerospace beavertail body 

•   LED side-marker and rear lights

•   Thermoplastic rear mud wings

•   Eight-underbody rope hooks

•   Six-load fl oor lashing eyes

•   VB full air-lowering suspension with set 

ride-height

•   Two rear-mounted, manually operated 

loading ramps (1250mm x 620mm)

Conversion options
(at extra cost)
•    H-frame mounted halogen light box 

featuring stop, tail, indicator and two

work lights

•  620mm lockable plastic belly locker 

•  VB semi-air suspension with set

ride-height

•  Two rear-mounted, manually operated 

loading ramps (1900mm x 600mm)

•  Third-ramp with lockable underbody 

stowage facility (1220mm x 760mm )

•  Lockable twin-shelved, aluminium storage 

box at bulkhead (2000mm x 1000mm x 

520mm)

•  Full set of winter dropsides

•    Eight-litre hot/cold powered handwash

•  10-litre door-mounted petrol can

•  40-litre on-board diesel refuelling tank

Brakes
•   Four-channel Anti-lock Braking System 

(ABS) with Electronic Brakeforce 

Distribution (EBD)

•   Emergency Brake Assist (EBA)

•    Vacuum servo-assisted system

•   Dual circuit with secondary system acting 

on front brakes only

•   Low brake fl uid level warning light

•   Floor-mounted parking brake lever

Front ventilated disc brakes: 

305mm diameter.

Rear disc brakes: 

305mm diameter.

Transmissions
•   Front-wheel drive

•   Six-speed manual gearbox

•   Six-speed Tecshift transmission – 

available at extra cost

Electrics
Maintenance-free battery: 95Ah.

Alternator: 150A.

Fuel tank capacity
100 litres (22 gallons). 

Dimensions

Measurements are shown in millimetres (inches). All heights are shown unladen.

Load area dimensions mm (inches)

 MWB

 Maximum length 3650 (143.7)

Maximum width  2000 (78.7)

Maximum height (top of light gantry) 2355 (92.7)
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